## Assembly instructions

<table>
<thead>
<tr>
<th>No</th>
<th>Picture</th>
<th>Specification</th>
<th>Qty</th>
<th>No</th>
<th>Picture</th>
<th>Specification</th>
<th>Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>-</td>
<td>Screw Ø3*1/2&quot;</td>
<td>32</td>
<td>E</td>
<td>-</td>
<td>Metal Clip</td>
<td>4</td>
</tr>
<tr>
<td>B</td>
<td>-</td>
<td>Screw Ø3*5/8&quot;</td>
<td>8</td>
<td>F</td>
<td>-</td>
<td>Hinges</td>
<td>4</td>
</tr>
<tr>
<td>C</td>
<td>-</td>
<td>Screw Ø4*5/8&quot;</td>
<td>4</td>
<td>G</td>
<td>-</td>
<td>Bumper</td>
<td>4</td>
</tr>
<tr>
<td>D</td>
<td>-</td>
<td>Corner Bracket</td>
<td>4</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Step 1**
- Assemble the main frame components using screws A, B, and D.

**Step 2**
- Attach the side panels with screws E and glue.

**Step 3**
- Fix the corner brackets (C) using screws B and glue.

**Step 4**
- Install the hinges (F) and bumpers (G) as shown.

**Step 5**
- Complete assembly by final adjustments.

**Step 6**
- Ensure all parts are secure and properly aligned.

---

Page 1 of 1
(SB33-SB36)